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SlimTEC VAV EH 
 


ELECTRIC HEATER 


F E A T U R E S  


■ Gear operated extruded aluminium aerofoil blades 
■ Extruded aluminium casing 
■ 35 mm aluminium flange 
■ 1 mm galvanised sheet metal spigot 
■ Velocity Pressure Sensor (VPS) 
■ 35 mm duct mate flange 
■ VAV damper units can be manufactured to suit  


customer requirements 
■ Damper units can be supplied with electrical or hot  


water heating systems 


I N S T AL L A T I O N  


■ Duct 


D E G - 4 5 °  S T AN D AR D  S I Z E S  


UNIT 


EH1250 


EH2400 


EH3750 


EH41200 


EH51600 


EH62300 


EH72800 


D I M E N S I O N S  


www.qmi.net.au 


A (Height) 


150 


150 


150 


200 


250 


350 


350 


B (Width) 


150 


250 


450 


500 


600 


600 


700 


A1 (Height) 


220 


220 


220 


270 


320 


420 


420 


B1 (Width) 


220 


320 


520 


570 


670 


670 


770 


Model INLET MODULE WITH-
OUT DUCTMATE FLANGE 


INLET MODULE WITH 
DUCTMATE FLANGE 


Minimum height of VAV is 280mm. Maximum height of VAV is 482mm. 
 


Note:  
Please allow a minimum of 1000mm length of straight ducting before the inlet of the VAV unit for optimum performance of 
the Velocity Pressure Sensors.  


C (Height) 


280 


280 


280 


381 


381 


482 


482 


D (Width) 


280 


370 


570 


670 


770 


770 


870 


OUTLET MODULE WITH-
OUT DUCTMATE FLANGE 


E (Height) 


350 


350 


350 


451 


451 


552 


552 


F (Width) 


350 


440 


640 


740 


840 


840 


940 


OUTLET MODULE WITH 
DUCTMATE FLANGE 


mm 


1308 


1308 


1308 


1308 


1308 


1308 


1308 


TOTAL LENGTH OF 
VAV 








DWR 
 


DRAGON WALL RETURN 


F E A T U R E S  


DW R  S T AN D AR D  S I Z E S  


Face Size = Nominal Neck Size + 46 mm 
 
Wide range of sizes available on request 


D I M E N S I O N S  


www.qmi.net.au 


■ Surface mount return grille 
■ Half chevron 45º blades at 25mm spacing 
■ Removable inner core or hinged core with filter is  


available 
■ Dragon Key Card System available upon request for 


added security 
■ Aluminium construction 
■ Standard powder coat finish in satin white or clear  


anodized 
■ Alternative finishes are available upon request  


AC C E S S O R I E S  


■ Opposed Blade Damper 
■ Stream Splitter Damper 


I N S T AL L A T I O N  


■ Wall 








DWS-CFR 
 


DRAGON WALL SUPPLY CURVED FACE REGISTER 


F E A T U R E S  


DW S - C F R  S I Z E S  


Face Size = Nominal Neck Size + 46 mm 
Blades at 20mm spacing available on request  
 
Other sizes are available on request 


D I M E N S I O N S  


www.qmi.net.au 


■ Double deflection diffuser 
■ Adjustable vertical and horizontal aerofoil blades at 
25mm spacing 


■ Aerofoil blades can be adjusted from 0° to 45° for both 
horizontal and vertical air supply 


■ Can be manufactured to suit various duct diameters 
■ Aluminium construction 
■ Standard powder coat finish in satin white 
■ Alternative finishes are available upon request  


AC C E S S O R I E S  


■ Opposed Blade Damper 
■ Stream Splitter Damper 
 


I N S T AL L A T I O N  


■ Duct 








DWS 
 


DRAGON WALL SUPPLY REGISTER 


F E A T U R E S  


DW S  S I Z E S  


Face Size = Nominal Neck Size + 46 mm 
Blades at 20mm spacing available on request  
 
Other sizes are available on request 


D I M E N S I O N S  


www.qmi.net.au 


■ Double deflection surface mount diffuser 
■ Adjustable vertical and horizontal aerofoil blades at 
25mm pitch 


■ Aerofoil blades can be adjusted from 0° to 45° for both 
horizontal and vertical air supply 


■ Aluminium construction 
■ Standard powder coat finish in satin white 
■ Alternative finishes are available upon request  


AC C E S S O R I E S  


■ Opposed Blade Damper 
■ Stream Splitter Damper 
■ Removable Inner Core 


I N S T AL L A T I O N  


■ Wall 





